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2.5 Reinforcing products for waterproofing surfaces

DUROSTICK DS-230

PROPERTIES
Alkali resistant fiberglass adhesive 
tape with mesh opening 2x2mm and 
weight 30gr/m2. 
Necessary for strengthening 
horizontal and vertical drywall and 
cement board joints.

APPLICATIONS
Apply immediately, after the first 
spackling coat during taping, when 
using the drywall spackling material 
D-67 or cement board spackling 
material D-68 of DUROSTICK. 
Once the first coat is completely dry, 
coat over the tape with the second 
and final coat.
Its application ensures resillient joints 
and prevents capillary cracks or 
bursting.

Ideal for spot strengthening concrete 
cracks. It is suitable and necessary 
for at-length applications of joints be-
tween floors and walls, before coating 
with cementitious waterproofing 
products.

PROPERTIES - APPLICATIONS
Fiberglass mesh with 4x4mm mesh 
opening and 90gr/m2 weight. It is nec-
essary for integrated reinforcement of 
cementitious waterproofing coatings 
and resinous spackling putties for 
cement boards. 
Distinguished for its resistance 

to alkaline environments. Offers 
significant reinforcement of the 
spackling product(s) and prevents 
capillary cracks resulting from intense 
temperature variations.Reinforces and 
bridges cementitious waterproofing 
coatings on balconies, roofs and pools 
as well as reservoirs and water towers.

PROPERTIES
Round backer rod made of foam that is 
highly flexible and compressible with 
non stick properties. It ensures the 
flexibility of every type of sealant. Its 
installation is simple and easy.

APPLICATIONS 
DUROSTICK DS-265, closed cell 
backer rod regulates the required depth 
of the joint, according to the specified 
standards of each project.

USE
Using a vacuum or a brush, thoroughly 

clean the joint from dust and debris. 
Calculate so that the diameter of the 
backer rod is 25% larger than the width 
of the joint. Insert the cord to the joint 
carefully to avoid damaging it to the 
joint. Attempt to avoid the use of sharp 
tools. 
Excessive elongation of the backer rod 
is not recommended. Continue by ap-
plying the suitable sealant for the pro-
ject.

STORAGE
Store in dry places, protected from the 
sun, for extended periods of time.

TECHNICAL SPECIFICATIONS
Form Alkali resistant fiberglass mesh

Color White

PACKAGING

Carton box: 72 pcs. (roll 5cm x 20m)
 24 pcs. (roll 5cm x 90m)

Reinforcing fiberglass mesh with 4x4mm mesh opening 
for cementitious brushable waterproofing mortars & spackling putties

Closed cell backer rod for joint sealant support

DUROSTICK DS-490

DUROSTICK DS-265

TECHNICAL SPECIFICATIONS
Form Alkali resistant fiberglass mesh

Color White

PACKAGING

Roll 1m x 50m on a pallet with 48 pcs. 

Adhesive fiberglass joint tape with 2x2mm mesh opening 
for drywall, cement board and cracks on concrete and plaster

PACKAGING  

Spool of 600m with rod diameter of 10mm
Spool of 150m with rod diameter of 20mm

TECHNICAL SPECIFICATIONS
Form - Color Closed cell foam rod - Gray

Chemical base Extruded closed cell polyethylene

Water absorption ≤ 0.1

Density  20kg/m3 ±5%


