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DUROSTICK THINNER 101 Enamel paint thinner 

DUROSTICK D-26 Corrosive and remover for paints & varnishes

PROPERTIES
THINNER 101 is a clear dilution liquid 
for enamel paints with special compo-
sition. 
Its formula contains a mixture of aro-
matic and aliphatic hydrocarbons and 
special additives. 
Its composition prevents foaming that 
is usually observed when using com-
mon thinners or white spirit. 

APPLICATIONS
Ideal for diluting oil based paints, alkyd 
varnishes, and solvent based prim-
ers (pic.2) when applying with roller 
or brush. 
Due to its composition, it is used for 
the cleaning of painting tools (pic. 1) 
(rollers, brushes, etc.). Suitable for the 
thorough cleaning of metal surfaces 
before they are primed or painted. Use 
it to remove oils, oils and other pollut-

ants from engines, spare parts and 
various equipment

USE
THINNER 101 is added directly to the 
material to be diluted. 
Add 1-5% in varnishes, 5-10% in oil 
based paints and 50-100% in solvent 
based primers, depending on the ap-
plication. 
Follow the instructions printed on the 
packaging of the product. 
Mix well until the mixture becomes ho-
mogeneous.

TECHNICAL SPECIFICATIONS
Form - Color Liquid - Transparent

Density 0.80±0.02 kg/lt

Application temperature From +5°C to +35°C

Contains special silicone additives to prevent foaming

6.7 Enamel paints - Undercoats - Thinners & Corrosives

PROPERTIES
The paint and varnish corrosive, D-26 
of DUROSTICK is a specific purpose 
rich mixture of special corrosive sol-
vents. Those solvents are specially 
modified (contains no dichlorometh-
ane) to effectively ensure the remov-
al of all kinds of existing paints. Dis-
tinguished for its immediate action, it 
removes enamel paints and solvent or 
water based varnishes as well as lac-
quer and polyurethanes. 
It removes with ease epoxy based 
paints, nitrocellulose paints and lac-
quers as well as electrostatic paints, 
emulsion and acrylic paints etc. Avail-
able in gel form, for controlled applica-
tion and flow.

APPLICATIONS 
D-26 removes existing or new paints 
from metal, wood (pic.2) and building 
surfaces. A single application removes 
paints and varnishes with exceptional 
ease (pic.1,2).

USE
1. Surface preparation
Remove any loose sections from the 
applicable surfaces.
2. Application
Use a brush to apply a thick coat on 
the surfaces. Allow the product to act 
for 3-10 minutes, depending on the 
thickness and composition of the ma-
terial to be removed. 
Use a putty knife (pic.1) or a triangle 
scraper to remove the deteriorated 

paints. If some residue remains, just 
repeat the process. 
Continuing, remove the stripper res-
idues, using the appropriate clean-
er for the surface you are working on. 
Once dry, sand and prime the surface 
(where necessary). 
Finish by coating the newly created 
surfaces. Apply the product when am-
bient temperatures are between 5°C 
and 35°C. It is absolutely necessary to 
use protective gloves and goggles dur-
ing application. The product is ready to 
use. Do not dilute.

CONSUMPTION: 1lt/2-4m², de-
pending on the nature and the layers of 
the covering coating(s).

STORAGE: Store n the factory sealed 
container, at temperatures between 
5°C and 35°C, away from any heat 
source, for up to 12 months from pro-
duction date.

SAFETY DIRECTIONS
The product is classified as highly 
flammable. It is recommended to keep 
locked away from the reach of chil-
dren and apply it in well ventilated are-
as. Before use, refer to the cautions on 
the product packaging or the Material 
Safety Data Sheet.

PACKAGING
Carton box with 20 pcs of 250ml each one
Carton box with 12 pcs of 500ml each one
Carton box with 12pcs of 1lt each one

TECHNICAL SPECIFICATIONS
Form - Color Thick gel - Transparent

Density 1.00±0.05 kg/lt

Application temperature From +5°C to +35°C

Reactivity
3-10 minutes, depending on the thickness 
and the composition of paint
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