
DUROSTICK ANTIGRAFFITI Two component polyurea based protective varnish

6.8 Two component systems (Epoxy - Polyurethane - Polyurea)

CLEANING

Clean all tools and application residues with THINNER 201 of 
DUROSTICK, immediately after use.

CONSUMPTION

125-200gr/m² per coat, depending on the absorbency of the surface.

STORAGE

Component Α: Store in its original, hermetically sealed packaging, 
protected from sun and frost, for up to 18 months from production date. 
Component Β: Store in its original, hermetically sealed packaging, 
protected from sun and frost, for up to 9 months from production date.

SAFETY DIRECTIONS

The product is classified as very flammable and harmful. It is 
recommended to keep away from the reach of children and apply 
it in well ventilated areas. Before use, refer to the cautions on the 
product packaging or the Material Safety Data Sheet.

PACKAGING

5kg container (A: 2.5kg, B: 2.5kg)

PROPERTIES
Two component aliphatic polyurea clear 
polyaspartic varnish of high quality and 
durability with satin finish. It presents 
strong adhesion to all types of construc-
tion surfaces, painted or else. Apply it 
to create an invisible but flexible and 
durable waterproof and non-stick film, 
that protects against any type of graffiti, 
spray paint, markers etc., over a long 
period of time. In addition, all surfaces 
protected with ANTIGRAFFITI of DURO-
STICK become waterproof - they do not 
absorb water, oils and other pollutants, 
and they can be cleaned easily, just 
with water. As for graffiti removal, the 
product remains unaffected, even after 
multiple cleaning procedures with D-19 
GRAFFITI REMOVER of DUROSTICK. 

APPLICATIONS
The polyurea varnish ANTIGRAFFITI is 
suitable for applications on surfaces 
made of concrete, plaster, decorative 
or regular brick, stone, marble, wood, 
metal etc. DUROSTICK ANTIGRAFFITI 
protects public and private buildings 
(schools, universities, stadiums, bridg-
es, building facades etc.). Essential for 
trains, buses, signposts, store rolling 
gates, garage doors, etc. 

ADVANTAGES 
•  Permanent protection against graffiti  
•  Resistance to UV radiation - it does 

not yellow over time  
•  Flexible but also tough on the surface 
•  High resistance to abrasion and me-

chanical stress 
•  Excellent long term durability  
•  High resistance to solvents and pow-

erful cleaners 
•  Quick curing time 
•  Easy to apply.

USE
1. Surface preparation
For safe application of the product on 
painted surfaces made of plaster, con-
crete, wood or metal, at least 15 days 
must have passed from their painting 
completion.
The moisture content of the substrate 
should not exceed 4% and the relative 
humidity in the application area should 

be less than 75%. In any case the sub-
strate must be sound and well adhered.
Graffiti soiled surfaces must be cleaned 
first. Once dry, prime them with WA-
TERPROOF EPOXY PRIMER AQUA to 
avoid the appearance of shadows and 
stains from the cleaning residues on 
the top surface. 

2. Application
Empty the content of container B into 
container A and stir with a low-rpm 
drill for 2 minutes until the complete 
homogenization of the mixture. In order 
for the two components to be mixed 
thoroughly, mixing should be done both 
on the sides as well as at the bottom of 
the container.
Continue with the application of the 
varnish as is, without any dilution using 
a short nap roller, a polyester roller or a 
brush. Apply one to two coats, always 
depending on the desired effect.

NOTES 
•  If the surface is absorbent, it should 

be coated with one extra coat of the 
varnish so that no part of that sur-
face (protrusion) is ever exposed to 
graffiti. The goal is to create a uni-
form, smooth, surface without any 
protrusions. 

•  The cleaning of graffiti soiled sur-
faces is done with D-19 GRAFFITI 
REMOVER, the special graffiti cleaner 
of DUROSTICK. Just spray the soiled 
surfaces, wait for 2-5 minutes, then 
lightly scrub the surface with a sponge 
and rinse with water.  

•  It is unnecessary to recoat the surface 
after each cleaning.  

•  Avoid applying the product in high 
temperatures or high humidity con-
ditions, or if there is a chance of rain 
for the next 12 hours.  

•  The varnish spreads easily - do not 
overwork it on the surface with the 
roller. 

•  Change the application tools every 30 
minutes of use. 

•  Once the product is cured and hard-
ened, any application residues can be 
removed only by mechanical means.

•  After hardening, the product is harm-
less to health and the environment.

TECHNICAL SPECIFICATIONS 
Chemical base Two component aliphatic polyurea

Color Transparent

Gloss
1st coat: Satin finish, 
2nd coat: Gloss finish

Mixture density 1.04±0.05kg/lt  

Mixing ratio Α:Β 1:1 by weight

Pot life 40 minutes at 25°C

Drying time 5 hours at 25°C

Recoating time 12 hours

Full cure 2 days at 25°C

Application temperature From +5°C to +35°C

Temperature resistance From -30°C to +80°C

Water absorption (ΕΝ 1062-3) < 0.01kg/m2.h0.5, class W
3

Substrate moisture content <4%

Elongation at break (ASTM D 412) >100%

Tensile strength (ASTM D 412) >25 N/mm²

Shore D hardness (ASTM 2240) >40

Abrasion resistance (ASTM D 4060) 80mg

V.O.C. (Volatile Organic Compounds): 
Limit value of maximum content of V.O.C. per EU (Directive 2004/42/EC) for this product 
(category A/j: ‘Two-pack performance coatings’, Type SB): 500gr/lt (2010). The ready to 
use product contains maximum 150gr/lt V.O.C.


