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TECHNOPROOF Waterproofing product for roofs

2.4 Sealers & waterproofing products for rooftops, walls and clay roof tiles

PROPERTIES
Acrylic and water soluble, elastomeric 
waterproofing product for roofs that is 
solvent free. It creates a uniform, im-
pervious to water, membrane, without 
seams. It is distinguished for its high ad-
hesive strength and its long term resist-
ance to adverse weather conditions. It 
maintains its flexibility at temperatures 
ranging from -20°C to +80°C, without 
bursting or peeling. 
Certified by the University of Athens (De-
partment of Physics, Division of Applied 
Physics) as ‘Cool’ material of low ther-
mal conductivity, and high reflectivity. 
Classified as product for surface protec-
tion of concrete surfaces per EN 1504-2.

APPLICATIONS
TECHNOPROOF waterproofing prod-
uct for roofs of DUROSTICK is applied 
easily on terraces, corners and edges, 
lead lined roof valleys, parapet walls and 
light wells, as well as roofs to be lined 
with clay roof tiles etc. The product is 
also suitable for recoating and main-
taining existing acrylic elastomeric wa-
terproofers. It is also suitable for spot 
repairs and crack sealing as well. This 
product is an affordable, but also a re-
liable waterproofing solution.

USE
1. New surface preparation
Using a stiff broom and water, thor-
oughly clean all dust and mud. Use 
mechanical means to remove any 
loose sections. Remove all black 
spots (mold/mildew) using DUROS-
TICK D-95 CLEANER or a bleach/water 
solution, at a mixing ratio of 1:1. Fol-
low by rinsing thoroughly with plen-
ty of water. All surfaces to be sealed 
have to be thoroughly dry and to be 
protected from water for at least 24 
hours prior to the application, thus pre-
venting any penetration and trapping of 
moisture.

2. Existing surface preparation: 
•  Detached torch-down roofing: Re-

move them using a wide roofing 
scraper and roofing torch or other 
mechanical means. 

•  Well adhered existing torch-down 
roofing material, only require a first 
coat of TECHNOPROOF, diluted 5% 
with clean water and a second, or 
even a third, crosswise coat(s) un-
diluted to complete the waterproof-
ing of the roof.

•  Detached or deteriorated elasto-
meric waterproofers, must be re-
moved using a wide roofing scraper 
or other mechanical means. 

•  Detached elastomeric materials that 
are not visible, can be found using a 
garden hose. Pour water on the roof 
surface from about 1 meter high. No-
tice the change of the sound the water 
makes when it hits the detached sec-
tions of the waterproofing and mark 
them. Cut the detached sections us-
ing a razor blade and scrape the de-
fective material off. 

3. Application
Before applying the waterproofing prod-
uct, first apply the micromolar stabiliz-
er, AQUAFIX undiluted, or the SOLVENT 
BASED PRIMER, diluted 30% with THIN-
NER 101 of DUROSTICK, by using a paint 
roller. Alternatively, dilute TECHNOPROOF 
with water, at a ratio of 1:1 and use it as 
primer, assuming that the roof does not 
have any deteriorated sections. Once the 
priming product dries, locate any possible 
hairline cracks (0.1-0.4mm width). Seal 
them completely by individually coating 
each crack with one-two layers of the un-
diluted product. If the width of the cracks 
is between 0.5-1mm, it is recommend-
ed to seal them using the DUROSTICK 
ACRYLIC CAULK or the elastomeric seal-
ant, DS-POLYMER of DUROSTICK, using 
a putty knife. Continue by applying two 
coats of undiluted product over the cracks 
to complete their sealing. Complete the 
surface waterproofing by applying two 
undiluted coats (or even three, depend-
ing on the substrate, for long term dura-
bility) over the entire area using DUROS-
TICK TECHNOPROOF. Apply each addi-
tional coat crosswise, once the previous 
is completely dry and walkable – approx-
imately after 24 hours, depending on am-
bient conditions (temperature, moisture).

ATTENTION
 Avoid the application of the waterproof-
ing product when there is a possibility 
of rain within the next 24 hours.

CLEANING

Clean all tools with water and soap or detergent, if needed, im-
mediately after use.

CONSUMPTION

1.0-1.5kg/m² in two coats, depending on the substrate.

STORAGE

Store in places protected from frost for a minimum of 24 months 
after production date.

SAFETY DIRECTIONS

The product needs no hazard labeling under current European 
and National legislation. However, it is recommended to keep 
away from the reach of children. If swallowed, seek immediate 
medical advice and show the container or label. 

NOTES

• Mix the product well before use. 
•After drying, the product is harmless to human and the envi-
ronment.

PACKAGING

5kg container (on a 120 pc pallet)
15kg container (on a 48 pc pallet)
25kg container (on a 24 pc pallet)

TECHNICAL SPECIFICATIONS
Color White

Density 1.50±0.05kg/lt

Elongation: (per ASTM D 412)
After 8 days of curing and at 1mm thick membrane, the 
elongation at break was determined at 300%

Full tightness: 7 Atm per DIN 1048

Moisture resistance 5 years (2 coats) 

Application temperature From +8°C to +30°C 

Temperature resistance  From -20°C to +80°C

Friendly to human and the environment.

V.O.C. (Volatile Organic Compounds):
Limit value of maximum V.O.C. content according to EC (Directive 2004/42/ΕC) for the 
particular product (category A/c: ‘Coatings for exterior walls of mineral substrate’, type 
WB): 40gr/lt (2010). Ready to use product contains maximum 35gr/lt V.O.C.

Mάθετε περισσότερα! 
Για περισσότερες πληροφορίες, επικοινωνήστε με την Τεχνική Υποστήριξη της DUROSTICK  

στο 210 55 16 500 ή με e-mail στο technical@durostick.gr.

Στεγανώστε εύκολα,
απλά, οικονομικά…
Κάντε το μόνοι σας...

...ή με τη βοήθεια ενός 

καλού επαγγελματία!

www.durostick.gr

HYDROSTOP ROOF
Εύκαμπτο, λευκό,τσιμεντοειδές  
στεγανωτικό ταρατσών  
(ενός συστατικού).

D-1
Επαλειφόμενο κονίαμα  
στεγανοποίησης τοιχίων, 
δαπέδων, υπογείων & στεγών.

HYDROSTOP 2 ΣΥΣΤΑΤΙΚΩΝ
Εύκαμπτο, λευκό, τσιμεντοειδές 
στεγανωτικό για ταράτσες και 
κάθετες επιφάνειες.

HYDROSTOP WATERTANK 
Εύκαμπτο, γκρι, στεγανωτικό κονίαμα  
2 συστατικών για ειδικές εφαρμογές.  
Ιδανικό και για δεξαμενές πόσιμου νερού. 

DS-220
Ελαστομερές 
στεγανωτικό 
ταρατσών.

Νο39
Ελαστομερές 
στεγανωτικό 
ταρατσών.

TECHNOPROOF
Ελαστομερές 
στεγανωτικό 
ταρατσών.

HYDROSTOP-PU
Πολυουρεθανικό 
στεγανωτικό 
ταρατσών.

...και πέρα βρέχει!
Υγρασία τέλος σε ταράτσα, τοίχο και υπόγειο!

Excellent 

VALUE-for-MONEY
ratio


