
TECHNICAL DATA SHEET  
 

WC CLEANER 

 
 
Active liquid cleaner 

 

 
The technical specifications and directions of use contained in this technical data sheet are the results of the knowledge and experience of  
the company's research and development department, as well as from the real-life applications of the product. The recommendations and  
suggestions regarding the use of the products are made without guarantee since the respective conditions during their application are beyond  
the control of the company. For this reason, it is the user's responsibility to make sure that the product is suitable for the intended application  
as well as the application conditions of the project. 

 PROPERTIES - APPLICATIONS 

Powerful cleaner, especially effective for the cleaning 

of any color toilet bowl at regular intervals. 

Instantly removes hard water build-up, salts, mineral 

deposits and rust. Dissolves organic pollutants and 

deposits, even from the most difficult parts of the 

toilet bowl. 

Prevents the formation of salt stains and germ 

growth, and eliminates unpleasant odors. Gives 

shine, ensures cleanliness and hygiene, releasing  

a long-lasting fresh scent. 

Necessary for homes, public and commercial spaces. 

 

 USE 

Lift the toilet seat and cover. Carefully open the lid 

and turn the bottle upside down. Direct the bottle  

in a circular motion and pour a small amount around 

the inside of the rim of the toilet and the bottom. 

Allow for it to stay on for 3-5 minutes. Scrub with the 

toilet brush and rinse by flushing. Put the lid in its 

original position and close the bottle tightly until you 

hear a ‘click’ sound.  

 

 LIMITATION OF USE  

Do not use WC CLEANER in combination with  

other liquid or solid cleaners or clog removers  

to avoid a hazardous reaction. 

 

 STORAGE 

Store in shaded places protected from frost,  

for 18 months from production date. 

 



TECHNICAL DATA SHEET  
 

WC CLEANER 

 
 
Active liquid cleaner 

 

 
The technical specifications and directions of use contained in this technical data sheet are the results of the knowledge and experience of  
the company's research and development department, as well as from the real-life applications of the product. The recommendations and  
suggestions regarding the use of the products are made without guarantee since the respective conditions during their application are beyond  
the control of the company. For this reason, it is the user's responsibility to make sure that the product is suitable for the intended application  
as well as the application conditions of the project. 

 SAFETY DIRECTIONS 

The product is classified as corrosive.  

It is recommended to keep it locked, away from the 

reach of children and apply it in well ventilated areas.  

Before use, refer to the cautions on the product’s 

package or the Safety Data Sheet.  

 

 PACKAGING 

Carton box with 12 pcs of 750gr each one. 

 

 

TECHNICAL SPECIFICATIONS 

 Form - Color Viscus liquid - Blue  

 Density 1.10±0.05 kg/lt  

 Scent Long-lasting fresh scent  

 pH 0-1 

 Contains 
Anionic surfactants  
less than 5% 
Phosphoric acid more than 10% 

 
Permit No. by General Chemical State Laboratory 

ELEFSIS: 3093/2008 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

DUROSTICK S.A., 
MANUFACTURING OF ADHESIVES,  
PAINTS & MORTARS 
ATHENS: ASPROPYRGOS, ATTICA, GR: 193 00,  
Tel: +30 211 60 03 500-599, +30 210 55 16 500,  
+30 210 55 98 350, Fax: +30 210 55 99 612  
THESSALONIKI: INDUSTRIAL PARK-SINDOS, S.B. 44, 
STREET, DA 10, GR: 570 22,  
Tel: +30 2310 795 797, +30 2310 797 365,  
Fax: +30 2310 797 367 

Email: info@durostick.com 
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