
Technical Datasheet 
 

DUROCOLOR POWDER-C  
 
 
Pigments in powder form for the creation of colored mortars 

 
The technical specifications and directions of use contained in this technical brochure are the results of the knowledge and experience of the company's 
research and development department, as well as from the real-life applications of the product. The recommendations and suggestions regarding the use of 
the products are made without guarantee since the respective conditions during their application are beyond the control of the company. For this reason, it is 
the user's responsibility to make sure that the product is suitable for the intended application as well as the application conditions of the project. 

 
 

PROPERTIES  
Water soluble pigments in powder form, com-
posed with inorganic iron oxides, coated with wa-
ter soluble vinyl resins. They are resistant to ul-
traviolet rays of the sun (UV) and present excel-
lent stability and durability. Products that are 
friendly to human and the environment. Available 
in white and in 48 distinct packages (bags), that 
create 96 color chart colors.  
DUROCOLOR POWDER-C pigments provide 
the possibility of preparing colored mortars di-
rectly on the application site, as well as immedi-
ate redefinition of the final shade at will and dec-
orative aesthetics of the applicator.  
 
APPLICATIONS  
With its innovative way of creating 96 colors, you 
can color:  
• The microcement DS-250 and the flexible 
microcements DS-252 FLEX and DS-256 
FLEX VELVET of DUROSTICK.  
• The decorative cement mortar DS- 259 
DECO MICRO RESIN of DUROSTICK.  

• The skimming and smoothing pastes STU-
COFIX-P, POWDER COAT, GRANULAR and 
GRANULAR ULTRA of DUROSTICK. The abil-
ity to color skimming and smoothing pastes in a 
similar tone to the final color of the surface elim-
inates the need for multiple topcoats (especially 
when working with dark or semi-dark colors).  
Coloring the pastes also offers the ability to 
check the flatness of surfaces (walls) and gives 
time to correct their imperfections - before the fi-
nal painting of the surfaces. Coloring the skim-
ming pastes significantly reduces the total appli-
cation cost, and also reduces paint consumption 
and labor costs. Also, any future surface 
scratches will not be visible since the paste will 
be colored in its mass.  
• The white, cement based GROUTS (0-3mm, 
1-10mm, 5-20mm), the FLEXIBLE & OIL RE-
PELLENT GROUT of DUROSTICK and the 
white mortars D-3, D-4, D-5 and ANTI-SLIP of 
DUROSTICK.  
• The ready mixed (white) top coat/ renders D-
42 ONE COAT, DS-74, DS- 75, HYDROSTOP 
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PLASTER ELASTIC Textured of DUROSTICK 
in 24 selected colors.  
• A multitude of white mortars including mar-
ble and gypsum based plasters as well as white 
cement, yielding a wider range of light and dark 
colors where added.  
 
USE  
Choose from the DUROCOLOR POWDER-C 
color chart the desired color. Empty the required 
amount of pigment(s), according to the color 
chart, in a clean container with the predeter-
mined (based on the mortar requirements that 
will be colored) amount of cool, clean water and 
mix well with a low-rpm drill. Add the white mor-
tar that we want to color into the colored water 
and mix until complete homogenization of the re-
sulting mixture. Mixing times vary between 5 to 
10 minutes. 
 
NOTES  
1. Each pigment has a specific degree of satura-
tion. Beyond that, adding extra quantities of pig-
ment(s) will hardly affect the intensity or the 
depth of color of the application paint.  
2. Factors that may affect the coloring effect of a 
mortar, are the following:  
• The grain size of the aggregates in the mortar 
(different coloring results when adding the same 
amount of pigments in fine and coarse grain mor-
tars). To achieve the same color, fine grain mor-
tars require a larger (in proportion) quantity of 
pigments.  
• The amount of water used for the preparation 
of the colored mortars.  
• The addition of emulsions during preparation of 
the colored mortar (makes deeper colors).  
• The application method (gauging trowel, hawk, 
plastering machine etc.). The application with a 
gauging trowel and the ‘pressing’ force while 
working, for example, may create ‘shadows’ in 
the final color of the surface.  
3. Discolorations or different coloring results of a 
surface may occur due to different absorption 
rates of the application substrate. Alternatively, 
color variations can occur due to ‘pressing’ dif-
ferences, changes in the moisture loads of the 
surface. To avoid or minimize the likelihood of 
discolorations, the good practice is to always 
prime the application surface/substrate. 

CONSUMPTION 
1 or 3 bags of 250gr, depending on the desired 
color, based on the DUROCOLOR POWDER-C 
color chart. 
 
STORAGE 
Store in the factory sealed packages, in dry and 
shaded places for at least 48 months from pro-
duction date. 
 
SAFETY DIRECTIONS 
The product needs no hazard labeling based on 
current European and National legislation. How-
ever, it is recommended to keep away from the 
reach of children. If swallowed, seek immediate 
medical advice and show the container or label. 
 
PACKAGING 
Carton box with 15 bags of 250gr each one 
 

 
TECHNICAL SPECIFICATIONS  
Form  Inorganic iron oxides, coated with 

vinyl resins in powder form  

Color  White and 48 permanent colors  

Toxic  No  

Bulk density of dry mortar  0.50-1.00 kg/lt, depending on the 
color 

 
 

 
 
 
 
 
 

 
 
 
 
 
 
DUROSTICK S.A. 
MANUFACTURING OF ADHESIVES, PAINTS & MORTARS 
ATHENS: ASPROPYRGOS, ATTICA, GR: 193 00, Tel: 
+30 211 60 03 500-599, +30 210 55 16 500, +30 210 55 
98 350, Fax: +30 210 55 99 612  
THESSALONIKI: INDUSTRIAL PARK-SINDOS, S.B. 44, 
STREET, DA 10, GR: 570 22, Tel: +30 2310 795 797, +30 
2310 797 365, Fax: +30 2310 797 367 
E-mail: info@durostick.com 


