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DUROFAST FLEX 
 
 
Fast setting deformable tile adhesive 
 

 
The technical specifications and directions of use contained in this technical brochure are the results of the knowledge and experience of the company's 
research and development department, as well as from the real-life applications of the product. The recommendations and suggestions regarding the use 
of the products are made without guarantee since the respective conditions during their application are beyond the control of the company. For this reason, 
it is the user's responsibility to make sure that the product is suitable for the intended application as well as the application conditions of the project. 

 
 

PROPERTIES 
Fast setting cement base, resinous adhesive for 
ceramic tiles, granite and natural stones. It pro-
vides high early and final mechanical strengths. 
Presents zero slump during application. It has 
excellent anti-frost properties. It allows for the lin-
ing (welding and jointing) of tile surfaces when 
time pressure for project delivery is an issue. 
Also, when rainfall or low temperatures (below 
+4°C), is likely to affect the area in which the ap-
plication takes place, before the adhesive is 
cured. 
Classified C2FT per EN 12004 & S1 per EN 
12002. 
 
ADVANTAGES 
• Allows for jointing 3 hours after completion of 
application.  
• Patency 
2 hours after completion of application.  
• Allows for fast delivery of projects 
 
 
 

APPLICATIONS 
DUROFAST FLEX is suitable for tile linings over 
walls and floors, in interior and exterior surfaces 
made of concrete, plaster, old tiles, terrazzo, and 
in areas with a strong presence of moisture. 
Highly recommended for repairs to heavy duty 
floors (such as car showrooms, super markets, 
etc.). It is also recommended in reconstruction 
and remodeling of bathrooms, kitchens, flat roof 
areas, stairs, etc. The addition of ACRYLIC 
EMULSION of DUROSTICK at a proportion 1:1 
with mixing water enhances the flexibility of the 
material so that it meets the requirements of de-
formability class S2 per EN 12002 but increases 
the setting time.  
 
USE 
Surface preparation 
The surface should be clean, free from loose 
particles, dust, paint, grease, oil and it should be 
wetted before application. Absorbent substrates 
as well as those made from aerated concrete 
should necessarily be primed with use of 
ACRYLIC EMULSION or D-20 of DUROSTICK, 
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at a mixing ratio of 1:1 with water. Plasterboard 
is necessary to be primed with micromolar stabi-
lizer AQUAFIX or SOLVENT PRIMER of DU-
ROSTICK. Brittle screed floors should be coated 
with sealing and stabilizing mortar HY-
DROSTOP FLOOR, preceded by a thorough 
soaking with 2 parts water mixed with 1 part of 
D-20 or the ACRYLIC EMULSION of DU-
ROSTICK. 
Application 
Pour the powder in clear water at a proportion of 
2 parts water to 5 parts of powder, or 6.5-7 lt wa-
ter to 25 kg of powder and stir with a drill at low 
revs until a homogenous mass without lumps is 
created. Allow the mixture to cure for 5 minutes 
and stir periodically, without adding extra water. 
Apply with a notched trowel, spreading the adhe-
sive to the substrate. Then apply to as much sur-
face as is required to work for the next 10 
minutes (depending on weather conditions), 
avoiding skin formation. Finally, place the tiles in 
the selected position, beating softly with a rubber 
mallet hammer. 
 
CLEANING  
Clean all tools with water, immediately 
after use. 
 
CONSUMPTION 
3-5 kg / m², depending on the size of the trowel 
and the surface evenness. 
 
STORAGE 
Store in tightly closed packages, in dry and dark 
places, for at least 12 months from date of pro-
duction. 
 
PACKAGING 
Paper bag of 25kg on 1,200kg pallet. 
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TECHNICAL SPECIFICATIONS (Measurement conditions 23°C  
and 50% R.H.) 

Form - Color Cement base adhesive - Grey 

Toxic - Flammable (per EN 
88/379) 

No  

Bulk density of dry mortar 1.30 ± 0.05kg/lt 

Water demand 6.5 lt per 25Kg cement 

Application temperature +5 °C to +35 °C 

Temperature resistance -40 °C to +90 °C 

Application thickness up to 20mm 

Pot life 40 minutes 

Open time per EN 1346 at least 20min 

Time for minor adjustments at least 10min 

Grouting (after) 1hr to wall / 2 - 3hrs to floor 

Walkability 
 

2-3 hours 

Delivery for use 24 hours (3 days for pools) 

MECHANICAL PROPERTIES 

Detachment Resistance per EN1348 after  

6 hours >0.5 N/mm² 

  24 hours >1.0 N/mm² 

   28 days 1.7 N/mm² 

Thermal aging at 70 °C  1.6 N/mm² 

Immersion in water for 21 days 1.4 N/mm² 

25 cycles of freezing-thawing 
cycles 

1.2 N/mm² 

Deformability S per EN 
12002 

2.5 < S < 5mm 

The experimental measurements were carried out per EN 12004 in 
the Chemical Laboratory of DUROSTICK and have been confirmed 
by checking by MIRTEC 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DUROSTICK S.A. 
MANUFACTURING OF ADHESIVES, PAINTS  
& MORTARS 
ATHENS: ASPROPYRGOS, ATTICA, GR: 193 00, Tel: 
+30 211 60 03 500-599, +30 210 55 16 500, +30 210 55 
98 350, Fax: +30 210 55 99 612  
THESSALONIKI: INDUSTRIAL PARK-SINDOS, S.B. 44, 
STREET, DA 10, GR: 570 22, Tel: +30 2310 795 797, +30 
2310 797 365, Fax: +30 2310 797 367 
E-mail: info@durostick.com 
 


