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PROPERTIES
Water soluble special purpose acrylic 
undercoat, available in brown and black 
colors, suitable for creating patina styles. 
It constitutes part of a system togeth-
er with the acrylic varnish DECOLUX and 
the integrated metallic pigments LUSSO 
D’ORO. Distinguished for its unique en-
durance and its strong bonding ability 
on a wide range of surfaces (marble and 
gypsum based plasters, wood, primed 
metal, ceramic, glass, etc.). After curing 
for 24 hours, it remains unaffected when 
coated with solvent based varnishes.

APPLICATIONS
LUSSO D’ORO BASE DI COLORI is suc-
cessfully applied on painted or bare 
wood or metal furniture, as well as pic-
ture frames (pic.2), and wall surfaces 
made of drywall or cement board. Apply 
it also on indoor decorative plaster or-
naments and ceiling rosettes as well as 
decorative crown moldings made from 
polystyrene, wood or plaster. Decorate 
with it ceramic or cement statues, glass 
bottles and ceramic pots (pic.3) etc.

USE
1. Surface preparation
The undercoat LUSSO D’ORO BASE DI 
COLORI is easily applied on sound surfac-
es that are clean, dry and free from dust.
•  Rough wood surfaces, after their im-

pregnation with DUROXYL AQUA 
Wood Protection/Conditioner (to pro-

tect against moisture and fungi), are 
skimmed with STUCOFIX putty of 
DUROSTICK.

•  Metal surfaces, only require one coat 
of METAL PRIMER of DUROSTICK. 

•  New surfaces of marble and gypsum 
based plaster and drywall, are first 
skimmed with STUCOFIX-P or POW-
DER COAT of DUROSTICK. Continu-
ing, sand them down with the appro-
priate number sandpaper, dust them 
thoroughly and prime them with micro-
molar stabilizer AQUAFIX or SOLVENT 
BASED PRIMER, after diluting it with 
THINNER 101 of DUROSTICK.

2. Application
LUSSO D’ORO BASE DI COLORI un-
dercoat is diluted with water at a ratio 
of 5 -10%, depending on the substrate. 
Mix it very well and apply it  with a roll-
er or a brush, in two coats. The second 
coat is applied only and when the first 
coat is completely dry.

NOTE
For new ceramic pots and cement plant-
ers, and in order to avoid salt stains relat-
ing to plant watering, it is essential to ap-
ply on their internal surfaces two coats of 
the cementitious, brushable waterproof-
ing mortar, D-9 of DUROSTICK.

CLEANING
Clean all tools with water and detergent, 
immediately after use. 
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CONSUMPTION

1kg/6-8m2 per coat, on properly prepared surfaces.

STORAGE

Store in places protected from frost for at least 18 months from 
production date.

SAFETY DIRECTIONS

The product needs no hazard labeling under current European 
and National legislation. However, it is recommended to keep 
the product away from the reach of children. If swallowed, seek 
immediate medical advice and show the container or label.

PACKAGING

Carton box with 6 pcs of 1kg each one

TECHNICAL SPECIFICATIONS 
Colors Black, brown

Washability >22.000 cycles (per DIN 53778)

Gloss Matte

Drying time 1 hour (touch dry), depending on the ambient conditions

Recoating time 4-5 hours, depending on the ambient conditions

Application temperature From +8°C to +35°C

Flammable No

V.O.C. (Volatile Organic Compounds):
Limit value of maximum V.O.C. content per EC (Directive 2004/42/EC) for the 
particular product (Class A/c: ‘Coatings for exterior walls of mineral substrate’ Type 
WB): 40 gr/lt (2010). Ready to use product contains maximum 39 gr/lt V.O.C.
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