
Technical Datasheet 
 

VITRO HYBRID  
 
 
Decorative coating with glass aggregates 

 
The technical specifications and directions of use contained in this technical brochure are the results of the knowledge and experience of the company's 
research and development department, as well as from the real-life applications of the product. The recommendations and suggestions regarding the use of 
the products are made without guarantee since the respective conditions during their application are beyond the control of the company. For this reason, it is 
the user's responsibility to make sure that the product is suitable for the intended application as well as the application conditions of the project. 

 
 

PROPERTIES  
Solvent-free decorative coating, ready to use, to 
create unique aesthetic styles. Its composition 
includes colored glass aggregates with a grain 
size of 1-4mm, of high clarity, which 'allow' natu-
ral or artificial light to diffuse and create spectac-
ular iridescences. Adheres seamlessly to any 
fixed surface and has an extended open working 
time. Successfully follows the contractions and 
expansions of the surfaces, without cracking.  
 
ADVANTAGES  
• An innovative product that can produce a num-
ber of decorative suggestions  
• Ability to create colored linings and constructs 
• An easy to use, thixotropic paste that does not 
sag on vertical surfaces  
• Resistance to UV radiation - does not yellow 
over time  
• Unbreakable adhesion, even on glass surfaces 
and acrylic sheets  
• Low odor  
• Extended open time.  
 

APPLICATIONS  
VITRO HYBRID is applied on floors, walls, on 
marble plaster, concrete, cement board, plaster-
board, gypsum based plaster, old tiles, mosaic, 
MDF or OSB, after their proper preparation. Suit-
able for interior and exterior applications, on res-
idential and commercial spaces. Apply it on win-
dows, skylights, acrylic showers, acrylic sheets, 
interior doors with glass, and be amazed how 
natural or artificial light is diffused through them. 
Also, everyday items such as glass or polysty-
rene jars, bottles, as well as objects such as can-
dlesticks, lanterns, lamps , can be renewed with 
VITRO HYBRID, literally "vitrified" and aestheti-
cally upgraded. Please remember that your cre-
ations will become a focal point just by placing 
them in front of a lit candle, a low-light fixture or 
even natural light.  
 
USE  
1. Surface preparation  
All application surfaces must be clean, dry, free 
from dust, oils existing and/ or peeling paints, 



Technical Datasheet 
 

VITRO HYBRID  
 
 
Decorative coating with glass aggregates 

 
The technical specifications and directions of use contained in this technical brochure are the results of the knowledge and experience of the company's 
research and development department, as well as from the real-life applications of the product. The recommendations and suggestions regarding the use of 
the products are made without guarantee since the respective conditions during their application are beyond the control of the company. For this reason, it is 
the user's responsibility to make sure that the product is suitable for the intended application as well as the application conditions of the project. 

 
 

loose materials and moisture. The moisture con-
tent of the substrate should not exceed 5%. The 
application of the mixture must be done only on 
properly prepared surfaces.  
For new plaster surfaces, at least 15 days must 
have passed from their completion.  
Marble based plaster surfaces, which are de-
teriorated or detached, must first be repaired us-
ing the fast setting repair plaster D-32 or the flex-
ible multipurpose cementitious mortar MEGAFIX 
of DUROSTICK.  
Concrete surfaces: For new concrete surfaces, 
28 days must have passed from their construc-
tion. If the application is for floor and there is a 
suspicion of rising damp it is recommended to 
seal the substrate with two coats (cross) of D-1 
FLEX white. If it is not completely level, it is pre-
ceded by leveling with the white adhesive 
SPEED SET C2FT of DUROSTICK.  
Gypsum board, cement boards, tiles, mosaic, 
MDF and OSB, are all properly prepared with 
the quartz primer DS- 290 of DUROSTICK.  
Surfaces made of glass and acrylic sheets do 
not need any priming. 
2. Application  
Stir the VITRO HYBRID paste before applica-
tion, but also periodically, with a mixer at low 
speed.  
For wall applications: The mixture is applied 
with a steel trowel with rounded edges, pressing 
the mixture at an angle of 15˚ for easy ‘layering’. 
Work the mixture from the bottom up or by ap-
plying in the same direction without leaving any 
gaps or leftovers. The surface is smoothed, (in 
the size of the glass), while the mixture is still 
fresh. Leftovers of the mixture that have fallen 
onto the floor during the application may be re-
used while they are still flesh, but only if no for-
eign bodies were stuck to it.  
For floor applications: Apply the mixture using 
a steel trowel with rounded edges. Press the 
mixture on the application surface, taking care 
not to leave gaps and leftovers. After the com-
pletion of the application and once the surface is 
walkable (at least 72 hours from the application 
completion) and clean from dust, apply the filling, 
decorative and protective varnish QUARTZ 
DECO VARNISH GEL. Due to its high thixotropy, 
it will 'hug' the lining and fill in the gaps that may 
have been created by the shape or grain size of 

the glass, yielding a smoother finish. Continue by 
applying the two component, polyurea varnish 
with gloss finish WATERPROOF 400 of DURO-
STICK, to create a strong protective film, with 
special resistance to UV radiation and stress, es-
pecially on exterior surfaces.  
Recommended application thickness: Up to 
5mm.  
 
USEFUL TIPS - NOTES  
• When choosing the VITRO paste, it is recom-
mended to select from the same production 
batch to ensure a uniform aesthetic result.  
• Protect the fresh surface (for approximately 24 
after the application completion) from rain.  
• Low temperatures and/or high moisture levels 
will increase the curing time of the mixture.  
• When applying the paste, the color differs from 
the final application surface color. The final color 
is formed after 8-24 hours.  
• After its full hardening, the product is harmless 
to health and the environment. 
 
CLEANING 
Clean all tools with water and detergent solution 
immediately after use. 
 
CONSUMPTION 
VITRO HYBRID 1-4mm: 7-8kg/m² 
 
STORAGE 
Store in places protected from the sun and frost, 
for at least 18 months from production date. The 
product can be kept until its next use if it is 
properly sealed. 
 
SAFETY DIRECTIONS 
The product needs no hazard labeling under cur-
rent European and national legislation. However, 
it is recommended to keep away from the reach 
of children. If swallowed, seek immediate medi-
cal advice and show the container or label. 
 
PACKAGING 
4kg, 12kg containers 
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TECHNICAL SPECIFICATIONS (Measurement 
conditions 23°C and 50% R.H.)  

Form - Color  Paste – White, be-
comes clear when dry  

Color of VITRO HY-
BRID glass aggre-
gates  

Green-Brown-Clear  

Bulk density of 
mixture  

1.80±0.05kg/lt  

Solids by weight  80%  

pH  8.5-9.5  

Touch dry  12 hours  

Full cure  Approximately 3 days, 
depending on the coat-
ing thickness of the 
mixture, the tempera-
ture, and the humidity 
of the environment  

Application 
temperature  

From +5°C to +35°C  

Temperature 
resistance  

From -40°C to +80°C  

Toxic  No  

V.O.C. (Volatile Organic Compounds): Limit 
value of maximum content of V.O.C. per EC (Di-
rective 2004/42/EC) for this product (category 
A/c: ‘Coatings for exterior walls of mineral sub-
strates’, type W): 40gr/lt (2010). The ready to use 
product (A+B mixture) contains maximum 39gr/lt 
V.O.C.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
DUROSTICK S.A. 
MANUFACTURING OF ADHESIVES, PAINTS & MORTARS 
ATHENS: ASPROPYRGOS, ATTICA, GR: 193 00, Tel: 
+30 211 60 03 500-599, +30 210 55 16 500, +30 210 55 
98 350, Fax: +30 210 55 99 612  
THESSALONIK: INDUSTRIAL PARK-SINDOS, S.B. 44, 
STREET, DA 0, GR: 570 22, Tel: +30 2310 795 797, +30 
2310 797 365, Fax: +30 2310 797 367 
E-mail: info@durostick.com  
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