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DUROSTICK  
DUROCLEAN 
 
Chimney and wood burning stove cleaner 

 
The technical specifications and directions of use contained in this technical brochure are the results of the knowledge and experience of the company's 
research and development department, as well as from the real-life applications of the product. The recommendations and suggestions regarding the use of 
the products are made without guarantee since the respective conditions during their application are beyond the control of the company. For this reason, it is 
the user's responsibility to make sure that the product is suitable for the intended application as well as the application conditions of the project. 

 
 

PROPERTIES  
Special purpose cleaning powder for removing 
soot residues that accumulate and ‘line’ chimney 
walls and wood burning stove ducts. Cleaning 
smokestacks, chimneys and ducts result in 
proper combustion, thus ensuring high thermal 
and efficient performance from the fireplace or 
the woodstove. DUROCLEAN cleans effortlessly 
in no time, without any assistance from a spe-
cialized technician or our own strenuous effort, 
easily and economically. This is why DURO-
CLEAN is considered ideal for restoring chimney 
and duct air flow.  
 
APPLICATIONS  
Indispensable for home owners with fireplaces, 
barbeques or wood burning stoves, that aim for 
their proper performance. Use DUROCLEAN to 
ensure trouble-free combustion, without soot 
and maintenance expenses.  
 
 
 

USE  
Light up the fireplace or the wood burning stove. 
Allow for one hour to pass, for the chimney or 
duct to become hot. Place DUROCLEAN in the 
fire as is, with the package intact. Do not open 
the container. The flame will turn blue. This 
means that the product is activated. The soot 
residues will soon start to come off. They will ei-
ther fall into the fire or release through the chim-
ney or the duct into the atmosphere. 
 
CONSUMPTION 
2-3 times or more per year, depending on the 
use. If the fireplace or wood stove is used fre-
quently, repeat the cleaning every 30 days. 
 
STORAGE 
Store in dry and shaded places, for at least 12 
months from production date. 
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SAFETY DIRECTIONS 
The product is classified as harmful. It is recom-
mended to keep away from the reach of children. 
Before use, refer to the cautions on the product 
packaging or the Material Safety Data Sheet. 
 
PACKAGING 
Paper box with 20pcs of 90gr each one 
 
 
 

TECHNICAL SPECIFICATIONS  

Form - Color  Powder - Green  

It contains phosphates 15% but less than 30%  

General Chemical State Laboratory Reg. No. 
11114/0/2006  
Permit No. by General Chemical State Laboratory 
ELEFSIS 3093/2008 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
DUROSTICK S.A. 
MANUFACTURING OF ADHESIVES, PAINTS & MORTARS 
ATHENS: ASPROPYRGOS, ATTICA, GR: 193 00, Tel: 
+30 211 60 03 500-599, +30 210 55 16 500, +30 210 55 
98 350, Fax: +30 210 55 99 612  
THESSALONIK: INDUSTRIAL PARK-SINDOS, S.B. 44, 
STREET, DA 0, GR: 570 22, Tel: +30 2310 795 797, +30 
2310 797 365, Fax: +30 2310 797 367 
E-mail: info@durostick.com  
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